A JENNAR

FEATURES
CONCEALED CONTROLS

Tucked within the drawer for easy control and clean
sight lines.

GLASS-BOTTOM DRAWER DESIGN

Open up to unexpected beauty. A solid glass bottom
helps capture warmth while cradling your next
course.

SMOOTH CLOSE FULL-EXTENSION
DRAWER

Smooth moves. The drawer glides open fluidly,
extending the full depth of the warming drawer,
giving you easy access to all that waits inside.

JID3024HM
NOIR™ 24" WARMING DRAWER

A gentle push of the JennAir® warming drawer
reveals a graceful, tempered glass bottom. Designed
to pair perfectly with other Urban Living products,
the warming drawer expertly keeps coffee cups,
plates, and finished dishes toasty.

.6 CUBIC FOOT CAPACITY

Let expectation linger. This warming drawer offers
ample room for whatever you're waiting to indulge.

400-WATT HEATING ELEMENT

Reward anticipation. 400 watts of power keeps
tempting dishes ready and waiting for the right
moment.



DETAILED PLANNING DIMENSIONS

JENNAIR® SMALL WARMING DRAWERS
JJUD3024H - 237/16" x 5%/16" x 223/s"

PRODUCT DIMENSIONS

| |
! A |
j
FRONT VIEW MODEL # JJD3024HM JJD3024HL
in cm in cm
A | Overall width (max.) 236 59.5 2376 59.5
B | Overall height (max.) 5%s 14.1 5%s 141
Width of recessed 9 9
Back of c warming drawer 21%s 54.8 21%s 54.8
c | Cabinet Senth of .
- > epth of recesse 7 7
| D | Warming drawer 217/ 54.4 217/ | 54.4
— =L [ [ E | Depth with drawer front 22% 56.8 22% 56.8
Depth with door open 37 94.6 37 94.56
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TOP VIEW
IMPORTANT: Dimensional specifications are provided for planning purposes only.
Do not make any cutouts based on this information. Refer to the Installation Guide before d J E N N /\ I Q
selecting cabinetry, verifying electrical/gas connections, making cutouts or beginning installation.

All JennAir® appliances are appropriately UL, CUL or CSA approved.

W11308123B



DETAILED PLANNING DIMENSIONS

JENNAIR® SMALL WARMING DRAWERS
JJUD3024H - 237/16" x 5% 16" x 223/s"

DIMENSIONS AS INSTALLED

D Back of
E / Cabinet
A 1
| i I
- T hN Bottom of
Cutout
SIDE VIEW
MODEL # JJD3024HM JJD3024HL
in cm in cm
A | Height to top of drawer (max.) 4% 12.1 4% 12.1
B | Height of drawer extending below cutout 1/2 1.19 1/2 1.19
C | Height of recessed warming drawer 5%s 12.9 5%s 12.9
D | Depth with door open 37Va 94.6 37V 94.6
E | Depth with drawer front 22% 56.8 22% 56.8
F | Depth of recessed warming drawer 217%s 54.4 217%s 54.4
G | Power cord envelop height 11/16 1.8 11/16 1.8

IMPORTANT: Dimensional specifications are provided for planning purposes only.

Do not make any cutouts based on this information. Refer to the Installation Guide before

selecting cabinetry, verifying electrical/gas connections, making cutouts or beginning installation.
All JennAir® appliances are appropriately UL, CUL or CSA approved.

‘. JENNAIR



DETAILED PLANNING DIMENSIONS

JENNAIR® SMALL WARMING DRAWERS - STANDARD INSTALLATION
JJUD3024H - 237/16" x 5%/16" x 223/8"

OPENING/CLEARANCE DIMENSIONS

MODEL # JJD3024HM JJD3024HL

in cm in cm

§ A A | Width of cabinet (min.) 23% 60 23% 60
B | Width of cutout 21" 55 21" 55
C* | Height of cutout 22'%s 58.2 22'%s 58.2

D | Depth of cutout (min.) 21" 55 21" 55

e Recommended outlet location
*Height for installation of JUD3024 under JUW6024, JMC6224 or JUB6424

B
c*
€]
FRONT VIEW
/ Back of Cabinet
D
SIDE VIEW
Hﬁ\‘l . . J’M
Power cord Iocationm

BACK VIEW

IMPORTANT: Dimensional specifications are provided for planning purposes only.

Do not make any cutouts based on this information. Refer to the Installation Guide before d J E N N /\ I ‘
selecting cabinetry, verifying electrical/gas connections, making cutouts or beginning installation.

All JennAir® appliances are appropriately UL, CUL or CSA approved.



DETAILED PLANNING DIMENSIONS

JENNAIR® SMALL WARMING DRAWERS - FLUSH INSTALLATION
JJUD3024H - 237/16" x 5%/16" x 223/s"

OPENING/CLEARANCE DIMENSIONS

MODEL # JJD3024HM JJD3024HL
in cm in cm
A | Width of flush 23" 60.2 23"/ 60.2
inset cutout (min.)
B | Width of opening 21" 55 21" 55
(min.)
C* | Height of opening 22"%s 58.2 22"%e 58.2
(min.)
D | Height of flush 23% 60.3 23% 60.3
inset cutout (min.)
E | Depth of cutout 21"%6-22% | 55-57.2 | 21"V - 22%6 | 55 - 57.3
— (min.)
e | Recommended outlet location
*Height for installation of JUD3024 under JUW6024, JMC6224 or JUB6424
cH D ELECTRICAL REQUIREMENTS
120V, 60 Hz, AC only, 15 A fused, electrical circuit is required. A
A B dedicated circuit is recommended.
If the outlet is on the rear wall behind the warming drawer, it must be
| o Lom) — recessed and located in the upper right-hand corner. If outlet is located
S8 (1oom) in an adjacent cabinet, drill a 1%" (3.5 cm) minimum diameter hole in the
¥ {[f SueporSurace side wall or support surface to access the power supply cord.
@ LOCATION REQUIREMENTS
Support surface must be solid and level with the bottom of the cabinet
cutout.
— The warming drawer must be leveled before completing installation.
FLUSH INSTALLATION REQUIREMENTS
A 22%6" (57.3 cm) minimum cutout depth is required.
These dimensions will result in a 1/8" (3 mm) reveal on all sides of the
FRONT VIEW warming drawer.
The front face of the cleats and platforms will be visible and should be
treated as a finished surface.
/ Back of Cabinet
E
SIDE VIEW E
) 1
s o N Ao o Side Cleat*
hl o o J ’i \
° ° ] 13/16" (2.1 cm) for NOIR™ and RISE™
Power cord location TOP VIEW
— e = — -
BACK VIEW Cleats and platform must be recessed 13/16" (2.1 cm) for NOIR™ and

7/8" (2.2 cm) for RISE™ from the front of the cabinet.

IMPORTANT: Dimensional specifications are provided for planning purposes only.
Do not make any cutouts based on this information. Refer to the Installation Guide before

selecting cabinetry, verifying electrical/gas connections, making cutouts or beginning installation. d JENNAIR
All JennAir® appliances are appropriately UL, CUL or CSA approved.
W11308123B

®/™ ©2019 JennAir. All rights reserved. Installation Instruction W11260097



DIMENSIONS DE PLANIFICATION DETAILLEES

PETITS TIROIR-RECHAUD JENNAIR®
JJUD3024H - 237/16" x 5°/16" x 223/s"

DIMENSIONS DU PRODUIT

| |
| A |
B
p— — l
VUE AVANT NO DE MODELE JJD3024HM JJD3024HL
po cm po cm
A | Largeur totale (max.) 237/ 59,5 23 /16 59,5
B | Hauteur totale (max.) 5% 14,1 5%/ 14,1
Derriére de c |Largeurdutioirrechaud | oy | 548 | 21%| 548
c | armoire .
Profondeur du tiroir- 7 7
_I D | 1iohatid encastrs 2174 | 544 | 2174 | 544
— ] Profondeur avec avant 3 3
E du tiroir 22 3/s 56,8 22 3/s 56,8
S o o F Profondeur avec porte 371, 94,6 37 1, 94,56
ouverte
D g
- = X F
L ) | .

VUE DU DESSUS

IMPORTANT : Les spécifications dimensionnelles sont fournies uniquement a des fins de planification.
Ne faire aucune découpe sur la base de cette information. Se référer au Guide d’installation avant de choisir d J E N N /\ | ‘
une armoire, de vérifier les connexions électriques/au gaz, d’effectuer des découpes ou de commencer I'installation.

Tous les appareils JennAir® sont homologués UL, CUL ou CSA. W11308123B



DIMENSIONS DE PLANIFICATION DETAILLEES

PETITS TIROIR-RECHAUD JENNAIR®
JJUD3024H - 237/16" x 5%/16" x 223/8"

DIMENSIONS A L'INSTALLATION

D Derriére de
E 'armoire
F
! B
B C
\ | 1
- 1 N___Basde
la découpe
VUE LATERALE
NO DE MODELE JJD3024HM JJD3024HL
po cm po cm
A | Hauteur jusqu’au haut du tiroir (max.) 4 % 12,1 4 % 12,1
B | Hauteur du tiroir en dessous de |'ouverture 1/2 1,19 1/2 1,19
C | Hauteur du tiroir-réchaud encastré 51 12,9 56 12,9
D | Profondeur avec porte ouverte 37 /s 94,6 37 /s 94,6
E | Profondeur avec avant du tiroir 22 3/s 56,8 22 3/s 56,8
F | Profondeur du tiroir-réchaud encastré 21 /1 54,4 217/ 54,4
G | Hauteur de I'enveloppe du cordon d’alimentation 11/16 1,8 11/16 1,8

IMPORTANT : Les spécifications dimensionnelles sont fournies uniquement a des fins de planification.

Ne faire aucune découpe sur la base de cette information. Se référer au Guide d’installation avant de choisir

une armoire, de vérifier les connexions électriques/au gaz, d’effectuer des découpes ou de commencer I'installation.

Tous les appareils JennAir® sont homologués UL, CUL ou CSA.

A JEnNAR



DIMENSIONS DE PLANIFICATION DETAILLEES

PETITS TIROIR-RECHAUD - INSTALLATION STANDARD JENNAIR®
JJUD3024H - 237/16" x 5%/16" x 223/8"

DIMENSIONS D’OUVERTURE ET DE DEGAGEMENT

A § NO DE MODELE JJD3024HM JJD3024HL
po cm po cm
Largeur minimale de I’'armoire 23 %/s 60 23°%/s 60
B | Largeur de I'ouverture 21 " 55 21 /16 55
C* | Hauteur de I'ouverture 22 5/16 58,2 22 /16 58,2
D Profondeur minimale de I'ouverture | 21 "/ 55 21 /e 55
e Emplacement recommandé pour la prise de courant

*Hauteur pour l'installation du JJD3024 sous le JJW6024, JMC6224 ou JJB6424
B
C*
VUE AVANT
Derriére
— de 'armoire
D
VUE LATERALE
Ml

Emplacement du cordon d’alimentation

VUE ARRIERE

IMPORTANT : Les spécifications dimensionnelles sont fournies uniquement a des fins de planification.

Ne faire aucune découpe sur la base de cette information. Se référer au Guide d’installation avant de choisir d J E N N /\ | ‘
une armoire, de vérifier les connexions électriques/au gaz, d’effectuer des découpes ou de commencer I'installation.

Tous les appareils JennAir® sont homologués UL, CUL ou CSA.



DIMENSIONS DE PLANIFICATION DETAILLEES

PETITS TIROIR-RECHAUD - INSTALLATION EN AFFLEUREMENT JENNAIR®
JJUD3024H - 237/16" x 5%/16" x 223/8"

DIMENSIONS D’OUVERTURE ET DE DEGAGEMENT

A

B

surface de support

4 5/8 po (1.6 cm)*

R Tasseauxlatéraux A

de 3/4 po (2 cm)*

[e]

VUE AVANT

E
VUE LATERALE

Derriere

de 'armoire

NO DE MODELE JJD3024HM JJD3024HL
po cm po cm
A | Largeur minimale de 23"/16 60,2 23"/16 60,2

I'ouverture intégrée
en affleurement

B | Largeur minimale de 21 /16 55 21 /16 55
I'ouverture

C* | Hauteur minimale de 22 /16 58,2 22 %/ 58,2
I'ouverture

D | Hauteur minimale de 23 % 60,3 23 %/ 60,3

I'ouverture intégrée
en affleurement

E | Profondeur minimale | 21 "/1-22 "> | 55a57,2 | 21 "'/16-22 % | 55 a457,3
de 'ouverture

e | Emplacement recommandé pour la prise de courant

*Hauteur pour l'installation du JUD3024 sous le JJW6024, JMC6224 ou JJB6424

SPECIFICATIONS ELECTRIQUES

L’appareil doit étre alimenté par un circuit de 120 V CA 60 Hz seulement
et protégé par fusible de 15 A. Un circuit dédié est recommandé.

Si la prise est située sur le mur arriére, derriere le tiroir-réchaud, elle doit étre
encastrée et située dans le coin supérieur droit. Si la prise est située dans une
armoire adjacente, percer un trou de 1 %/ po (3,5 cm) de diamétre minimum dans
la paroi latérale ou la surface de support pour faire passer le cordon d’alimentation.

EXIGENCES D’EMPLACEMENT

La surface de support doit étre robuste horizontale en avec le bas de I'ouverture
découpée dans I'armoire. Le tiroir-réchaud doit &tre mis de niveau avant de
terminer I’installation.

EXIGENCES POUR UNE INSTALLATION EN AFFLEUREMENT

L’ouverture doit avoir une profondeur minimale de 22 %+ po (57,3 cm).

Ces dimensions donneront un dégagement de 1/8 po (3 mm) de chaque cbté
du tiroir-réchaud. Le c6té avant des tasseaux et plates-formes sera visible et
doit étre traité comme une surface de finition.

Emplacement du cordon d’alimentation

Tasseau latéral*
F TN
uii]

13/16 po (2,1 cm) pour |:
T les modéles NOIR™ et RISE™

VUE DU DESSUS

*Les tasseaux et la plate-forme doivent étre encastrés de 13/16 po

VUE ARRIERE

(2,1 cm) pour le modéle NOIR™ et de 7/8 po (2,2 cm) pour le modele
RISE™, a partir du devant de I’'armoire.

IMPORTANT : Les spécifications dimensionnelles sont fournies uniquement a des fins de planification.

Ne faire aucune découpe sur la base de cette information. Se référer au Guide d’installation avant de choisir

une armoire, de vérifier les connexions électriques/au gaz, d’effectuer des découpes ou de commencer l'installation. JENNAIX
Tous les appareils JennAir® sont homologués UL, CUL ou CSA.

®/™ © 2019 JennAir. Tous droits réservés.

W11308123B
Instruction d’installation W11260097



